MONTBLANC 


High-Bay Luminaire 


MEEBO CEH H-6 


Type: Luminaire for high mounting applications for metal halide lamps. High performance, ideal for high mounting applications. 
Specification: Reflector in aluminium in mat finish. Frosted glass cover. 
Body in aluminium in silver finish. 
Luminaire is plastic-wrapped and boxed individually. 
Installation: Supplied with suspension hook and chain for easy mounting. 
Application: Indoor. For use in halls, shops and many other commercial applications. 


Suspension kit is supplied together with the fixture. 


Total wattage, 


Lamp type, W Overall dimensions (LxWxH), mm Weight, kg 
Montblanc 142 M53 1x42 (G24q-4) 330x350 3,6 44 
Montblanc 242 M54 2x42 (G24q-4) 9330x350 3,7 85 
Montblanc 170 B42 1x70W (E27) 330x350 4.6 80 
Montblanc 1150 B41 1x150W (E27) 330x350 5.5 170 
Overall Luminaire 
dimensions Lifetime output’, Im 
(LxWxH), mm Ta=25°C 
Montblanc LED1x2800 D016 T840 330x350 50000 2778 28 80+ 4000 4,60 
Montblanc LED1x4000 D017 T840 330x350 50000 4000 42 80+ 4000 4,60 
Montblanc LED1x5200 D018 T840 330x350 50000 5130 58 80+ 4000 4,60 


“Tolerance range for optical and electrical data: +10 % 


Options available on request: MONTBLANC LED1X4000 D017 T840 
HF- High Frequency control gear wor os 
DIM- Dimmable ballast / driver s = 
SDIM- — Switch-control/dimming 
DALI- DALI ballast / driver a m 
RAL- RAL colours 
T830- Colour temperature 3000K pS ss vA 
T840- Colour temperature 4000K 
T850- Colour temperature 5000K a 
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